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THIS IS TO CERTIFY THAT ANNEXED HERETO IS A TRUE COPY FROM 
THE RECORDS OF THE UNITED STATES PATENT AND TRADEMARK 
OFFICE OF THOSE PAPERS OF THE BELOW IDENTIFIED PATENT 
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FILING DATE. 
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ys a request for filing a PROVISIONAL APPLICATION FOR PATENT under 37 CFR 1 -53(b)(2). 



INVENTOR(s)/APPLICANT(s) 



= =g |§iven Name ( 1irst ar >d middle [if any]) 



Family Name or Surname 



Residence 

(CITY AND EITHER STATE OR FOREIGN COUNTRV>_ 



Charles J. 



GROELLER 



7672 Longwood Drive 
Orefield, PA 18069 
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□ Additional inventors are being named on the separately numbered sheets attached hereto. 

TITLE OF THE INVENTION (280 characters max) 



BATTERY CABLE WITH PROVISIONS FOR INTEGRAL CIRCUIT PROTECTION 



CORRESPONDENCE ADDRESS 



Ixl Customer Number: 6449 



PI Firm or Individual Name 



Rothwell, Figg, Ernst & Manbeck, P.C. 



Address 



1425 K Street, N.W. 



Address 



Suite 800 



City 



Washington 



State 



D.C. 



ZIP 



20005 



Country 



U.S.A. 



Telephone 202-783-6040 Fax 202-783-6031 



ENCLOSED APPLICATION PARTS (check all that apply) 



Ixl Specification Number of Pages [1 ] 
1x1 Drawing(s) Number of Sheets [4 ] 
□ Application Data Sheet. See 37 CFR 1 .76 



□ CD(s), Number . 
n Other (specify) m 



METHOD OF PAYMENT OF FILING FEES FOR THIS PROVISIONAL APPLICATION FOR PATENT (check one) 



□ Applicant claims small entity status. See 37 CFR 1 .27 

□ A check or money order is enclosed to cover the filing fee 
1x1 The Commissioner is hereby authorized to charge filing fees 

or credit any overpayment to Deposit Account Number: 02-2135 
Q Payment by credit card. Form PTO-2038 is attached. 



Filing Fee Amount: 
$160.00 



The invention was made by an agency of the United States Government or under a contract with an agency of the United States 
Government 

0 No. 

CD Yes, the name of the U.S. Government agency and the Government contract number are: 

Respectfully submitted,. 

SIGNATURE ^S^ii^h^r Date September 17, 2003 




TYPED or PRINTED NAME George R. Repper 
TELEPHONE : 202-783-6040 



REGISTRATION NO. 31,414 
Docket Number: 1110-309 



USE ONLY FOR FILING PROVISIONAL APPLICATION FOR PATENT 



Battery Cable With Provisions For Integral Circuit Pr tection 



This device provides the primary truck battery cable with a provision to supply 
protected B+ and Ground to the truck electrical system. The protection devise as shown in 
the drawings is a Mega-Fuse but the design should not be limited to the Mega-Fuse since a 
circuit breaker or other fuse system would also be acceptable. 

The device provides a battery cable with a unique battery terminal lug that includes a 
threaded stud on the parent terminal material or an additional independent terminal 
attached to the battery cable with a threaded stud supplying battery power or ground to the 
protection device. The device provides clean battery power and ground to the protection 
device without the need for supplemental interconnect cables thus eliminating unwanted 
voltage drop and eliminating the added cost of the interconnect cable. 

Figures 1-4 show various aspects of the invention. 
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